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XTRAFLO™ MIXER SERIES
XT SERIES

 » designed specifically for 3,000 to 
30,000 gallon applications.

 » drive package utilizes less space 
than most other slow speed mixers.

 » compact design allows applica-
tion in tight areas with very limited 
space.

THE XTRAFLO™ EDGE
Cleveland Mixer Xtraflo™ Mixers are optimally de-
signed with performance and lifespan in mind. In 
addition to offering one of the most compact drive 
packages available in slow speed mixers, they feature 
drywell construction—a hallmark of Cleveland Mixer’s 
commitment to engineering integrity.

Xtraflo™ is one of our most popular mixers, and for 
good reason. The series provides optimal ROI by of-
fering exceptionally high service factors and superior 
efficiency.

Xtraflo™ is an ideal choice for applications beyond the 
capacity of portable mixers, either because of volume 
or tank depth. Cleveland’s Mixer’s Xtraflo™ series is 
available in speed ranges from 20 to 350 RPM, and 
for both open and closed tank designs.

DRYWELL FEATURE
An internal dam in the gear reducer prevents oil 
leakage at the output shaft eliminating any potential 
contamination of your process.

OVERSIZED ROLLER BEARINGS
Timken tapered roller bearings are used throughout the 
gearbox and are rated up to 100,000 hours of L-life. 
Designed-in end play assures correct pre-load. Over-
sized bearings are designed to carry process overloads 
under combined radial and axial loads.

SELF-ALIGNING HOLLOW QUILL OUTPUT SHAFT
Provides maximum protection for drive bearings and 
gears while eliminating the need for expensive remov- 
able couplings.

SINGLE REDUCTION WORM DRIVE
Single reduction worm gear, with a broad range of 
gear ratios, offers optimal mixer selection, superior 
shock load capacity, good efficiency and very high 
service factors. Mixing performance and long term 
durability are assured.
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Why choose Cleveland 
Mixer for all your fluid 
process applications?

 » application engineering—your process goals are 
our top priority

 » design flexibility—let our engineering team create 
solutions for you

 » industry leading durability and 3 year guarantee

 
Minimum 

Service Factor 
of 1.50 based on 
Mechanical HP

316L is 
standard 

specification 
for shafts and 

impellers

15-32RA 
finish on shafts 
and impellers. 

Special alloys, coat-
ings, and polishing 

available as 
options.

For food 
and other sani-

tary applications, a 
stainless steel gear 
reducer housing is 

available. Leak-
proof, 
drywell 
construc-

tion.

Ultra 
Quiet 
Perfor-
mance.

Gear 
Reducers 

feature drywell 
construction that are 
virtually 100% leak 
proof and furnished 

with food grade 
synthetic lubri-

cation.

Open 
tank 

mounting, 
ferrule, standard 

ANSI flange, 
or Tri-Clover 

fitting.

All Motors 
are Clean in Place 

(CIP) design. Motor 
housings are either 
Stainless Steel or 
epoxy coated.

AGMA 
output 

speeds range 
from 20 to 
233 RPM.


